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NEW
GENERAL NOTES:
EXISTING NEW SANITARY SEWER
1. ALL ELEVATIONS ARE BASED ON NAVD 88. AIR—CONDITIONER
- ——————— = — NEW SANITARY SEWER DETAILED
2. PLANS AND TOPOGRAPHY PREPARED FROM FIELD SURVEY BY FORSIGHT LAND SERVICES IN 90 90 % BENCHMARK - Y — — = - ON A DIFFERENT DESIGN SHEET
SEPTEMBER 2014, WITH SOME INFORMATION BEING OBTAINED FROM CITY OF WESTFIELD
GEOGRAPHIC INFORMATION SYSTEM (GIS). PROPERTY LINES, BUILDING LOCATIONS, DRAINAGE PIPES O BOLLARD
DEPICTED WERE OBTAINED FROM FIELD SURVEY. EXISTING SEWER AND PIPING IN MONTGOMERY o  BOULDER NEW FORCE MAIN 1
ROAD, ROADWAY SECTIONS, LIMITED STRUCTURES AND WETLAND FLAGS WERE LOCATED IN THE
FIELD BY FORSIGHT LAND SERVICES. CONTOURS WERE SURVEYED BY FORSIGHT LAND SERVICES. B BOUND FOUND
S BUSH / SHRUB NEW SANITARY SEWER MANHOLE
3. GAS MAINS ARE ASSUMED TO HAVE 36—IN. OF COVER UNLESS SHOWN OTHERWISE. WATER | |
MAINS ARE ASSUMED TO HAVE FIVE FEET OF COVER UNLESS SHOWN OTHERWISE. ALL O  CATCH BASIN
INTERCONNECTING WORK AND WORK IN THE VICINITY OF GAS AND WATER PIPING SHALL BE NEW MANHOLE
COORDINATED WITH WESTFIELD GAS AND ELECTRIC AND THE WATER RESOURCES DEPARTMENT * CONIFEROUS TREE Wit PLUGGED STUB
4. UNDERGROUND SERVICES TO HOUSES ARE NOT SHOWN. S&2 DECIDUOUS TREE
5. BORINGS WERE PERFORMED BY CLARENCE WELTI ASSOCIATES, INC. IN OCTOBER, 2015 | ©  DRAINAGE MANHOLE v v v v v v v— NEW WATER LINE
80 80
5 TWER 5 mac PoLE
6. BORING LOGS ARE APPENDED TO THE SPECIFICATIONS. BORINGS ARE SHOWN IN PROFILE FOR — =5 S=0.004 8" PVC SE e _
INFORMATIONAL PURPOSES ONLY AND MAY NOT BE SHOWN AT EXACT LOCATIONS ALONG THE - SEWER 5" PVC SEWER =180 I L=237 TEMPORARY CONSTRUCTION EASEMENT
8" PVC 0.004 —O  GATE POST
PIPE ALIGNMENT. —=> il S=0.
S'—_—O 64 | | HAND HOLD
7.  NOTES AND INSTRUCTIONS TO CONTRACTOR FOR NEW WORK ARE BOXED. ALL SLOPES AND =y & LANDICAP SYMBOL W NEW PERMANENT EASEMENT
INVERTS CALLED OUT BY NUMBER REPRESENT THE SLOPES AND INVERTS TO BE CONSTRUCTED INVERT ELEVATION AT —
UNDER THE CONTRACT. e CENTER OF MANHOLE " XX HIDRANT
AN (M (@]
8. APPROXIMATE LIMITS OF CLEARING AND GRUBBING ARE LIMITS OF TEMPORARY CONSTRUCTION g ,og ,gs ® /RON PIPE FOUND BITUMINOUS DRIVEWAY
EASEMENTS. CONTRACTOR SHALL MINIMIZE CLEARING AND GRUBBING AS MUCH AS POSSIBLE. 0 INVERT ELEVATION N & LICHT POLE
CONTRACTOR SHALL NOT CLEAR OR GRUB ANY WETLAND AREA WITHOUT PRIOR AUTHORIZATION - d//_ AT UPSTREAM -
BY ENGINEER. NO TREES ABOVE 2” DIAMETER CALIPER SHALL BE REMOVED WITHOUT PRIOR | FACE OF MANHOLE . MAILBOX
WRITTEN AUTHORIZATION FROM OWNER. =z > ©  SEWER MANHOLE _—_————— e —— — LINE OF STAKED HAY BALES
9. CONTRACTOR SHALL NOT DISTURB ANY LAND OUTSIDE THE LIMITS OF EASEMENTS AND 70 70 T Sl
RIGHTS—OF—WAY. NECESSARY EASEMENTS WILL BE PROVIDED BY CITY OF WESTFIELD PRIOR TO INVERT ELEVATION FLostumMP Co—N—C— NORTH ARROW
CONSTRUCTION. AT DOWNSTREAM INVERT ELEVATION DESIGNATIONS Q. YTILITY POLE
FACE OF MANHOLE
10. NEW SEWER MANHOLE LOCATIONS ARE APPROXIMATE AND MAY BE ALTERED TO MINIMIZE PIPE O UILITY POLE ANCHOR
CUTTING WHEN DIRECTED BY THE ENGINEER. DA vALvE -- -- -- -- -- EASEMENT LINE
wv
11. IF A WATER MAIN CROSSES UNDER THE NEW SEWER, BOTH PIPES SHALL BE DUCTILE IRON FOR DA WATER VALVE él
A MINIMUM OF 10—FT. TO EITHER SIDE OF THE RESPECTIVE CENTER LINES.
WELL PAVED ROAD
12. ALL DI FORCE MAINS SHALL HAVE RESTRAINED JOINTS ON EACH SIDE OF ALL FITTINGS.
[ ExsSTNG BULDING
13. THE CONTRACTOR SHALL FOLLOW ALL FEDERAL, STATE AND LOCAL REQUIREMENTS FOR SAFETY
WHEN IN CONFINED SPACES. THE CONTRACTOR IS ALSO REFERRED TO RECOMMENDATIONS IN EDCE OF ASPHALT = . = . Ce— WETLANDS
THE NATIONAL INSTITUTE FOR OCCUPATIONAL SAFETY AND HEALTH PUBLICATION NO, 80-106, , APPROX. GROUND SURFACE FDGE OF CUPB
EDGE OF GRAVFL I . Al . ro_ LIMITS OF WETLAND WITH NUMBER
14. CONTRACTOR SHALL PROTECT AGAINST SILTATION OF WETLANDS AND SHALL COMPLY WITH ALL PROBE PANTED. LINES
REQUIREMENTS IN THE ORDER OF CONDITIONS TO BE ISSUED. HAY BALES AND/OR SILT SOCKS NUMBER FENCE AND LOCATION OF WETLAND FLAG
SHALL BE PLACED AROUND ALL CATCH BASINS SUBJECT TO RUNOFF FROM CONSTRUCTION RO
AREAS AND FILTER FABRIC SHALL BE PLACED BETWEEN THE FRAME AND THE GRATE, ANY IS 720!
WETLANDS DISTURBED SHALL BE RESTORED TO THE SATISFACTION OF THE ENGINEER AND r g EDGE OF WOO0DS L= PROPOSED CONTOUR
WAS TAKEN 100 5" EXISTING CONTOUR LINE
15. ALL DROP MANHOLE CONNECTIONS SHALL BE INTERNAL DROP CONNECTIONS. MINIMUM 5 FEET OVER HEAD WIRE
DIAMETER MANHOLES SHALL BE USED AT ALL INTERNAL DROP CONNECTION MANHOLES. GROUNDWATER ELEVATION SEWER LINE TEST PIT
AT TIME OF DRILLING
* INDICATES THAT A 300 POUND 58 GAS LINE
16. CONTRACTOR TO MAINTAIN FLOW IN EXISTING SEWERS AND DRAINS AT ALL TIMES. HAMMER WAS. USED. x J R | INE
17. NO WORK OR CONSTRUCTION ACTIVITY SHALL OCCUR WITHIN THE WETLAND LIMITS, WORK AND DRAINAGE LINE BORING
DISTURBANCE WITHIN WETLAND LIMITS WILL BE MINIMIZED AS MUCH AS POSSIBLE. BLOWS REQUIRED ON A 2" 0.0 ELECTRICAL LINE
SPLIT SPOON SAMPLER TO DRIVE 52 FROPERTY LINE
LAST 12” ON AN 18” DRIVE OR
THE MIDDLE 12” ON A 24” DRIVE
WITH A 140 LB. HAMMER FALLING
30" UNLESS OTHERWISE NOTED. —__ 7] ABBREVIATIONS
== él
REFUSAL CB = CATCH BASIN "CL” CB CATCH BASIN WITH GRATE INLET
SURVEY NOTES DYl = DOUBLE YELLOW LINE cl CAST IRON
1. TOPOGRAPHIC SURVEY WAS PERFORMED BY FORESIGHT LAND SERVICES AUGUST — OCTOBER 2014, USING ELECTRONIC NOTE: gﬂf 5&%% NHOLE Dl DUCTILE IRON
TOTAL STATION WITH DATA COLLECTOR. FOR STRATA DESCRIPTIONS o R
SEE BORING LOGS APPENDED - RCP REINFORCED CONCRETE (PIPE)
2. PLAN WAS COMPILED ON A PC—BASED COMPUTER USING AUTOCAD CIVIL 3D 2011. 70 THE SPECIFIGATIONS LP = LIGHT POLE
PVC = POLIVINTL CHLORIDE PVC POLYVINYL CHLORIDE
3. CONTOURS ARE COMPUTER—GENERATED INTERPOLATIONS, EDITED TO GENERALLY CONFORM TO FIELD OBSERVATIONS. SMH = SEWER MANHOLE
CONTOUR INTERVAL = 1 (ONE) FOOT. CONTRACTOR SHALL VERIFY CRITICAL ELEVATIONS AND GRADES IN THE FIELD SWL = SINGLE WHITE LINE
CMP CORRUGATED METAL (PIPE
PRIOR TO CONSTRUCTION. TBM = TEMPORARY BENCHMARK (PIPE)
RCP = REINFORCED CONCRETE PIPE VITRIFIED CLAY
4. HORIZONTAL DATUM IS BASED ON MASSACHUSETTS STATE PLANE COORDINATE SYSTEM (NAD 83). UP = UTIITY POLE Ve
5. VERTICAL DATUM IS BASED UPON G.P.S. STATION. GRANITE MONUMENT WITH A BRASS DISK, MONUMENT 9, LOCATED INV. EL INVERT ELEVATION
IN FRONT OF THE WESTFIELD HIGH SCHOOL. ELEVATION = 213.86’. TEMPORARY BENCHMARKS WERE ESTABLISHED ON
SITE. REFERENCE PLANS FOR LOCATION. MH MANHOLE
6. THE LOCATION OF ALL UTILITIES AND SUB—SURFACE STRUCTURES WERE COMPILED FROM VISUAL FIELD EVIDENCE, GV GAS VALVE
FIELD SURVEY, AND AVAILABLE RECORD DATA OF CITY, CORPORATIONS, AND UTILITIES, ETC., AND ARE CONSIDERED
APPROXIMATE, BOTH AS TO SIZE AND LOCATIONS AND ARE INDICATED ON THESE DRAWINGS TO GIVE BIDDERS A WATER

W
GENERAL IDEA OF EXISTING CONDITIONS. IT IS UNDERSTOOD AND AGREED THAT THE CONTRACTOR SHALL NOT RELY
UPON THESE DRAWINGS FOR SUCH INFORMATION, BUT SHALL MAKE EXAMINATIONS IN THE FIELD BY VARIOUS D STORM DRAIN
AVAILABLE METHODS AND SHALL OBTAIN INFORMATION FROM UTILITY CORPORATIONS AND INDIVIDUALS AS TO THE
LOCATION OF ALL SUB—SURFACE STRUCTURES. IT IS NOT WARRANTED THAT ALL PIPES AND UNDERGROUND G
STRUCTURES ARE SHOWN. PRIOR TO BEGINNING EXCAVATION, THE EXCAVATOR SHALL GIVE ADEQUATE ADVANCE NOTICE
TO THE DIG SAFE CENTER, THE MUNICIPAL AND/OR STATE PUBLIC WORKS DEPARTMENT, AND PRIVATE UTILITY E
COMPANIES, TO ALLOW FOR FIELD LOCATION OF FACILITIES IN THE VICINITY.

GAS
ELECTRIC
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T TELEPHONE
7. |F CONTRACTOR OBSERVES ANY FIELD CONDITIONS WHICH VARY SIGNIFICANTLY FROM WHAT IS SHOWN ON THESE {l
PLANS, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER AND ENGINEER FOR RESOLUTION OF THE
CONFLICTING INFORMATION. S SLOPE
8. THE CONTRACTOR SHALL RECORD TIE MEASUREMENTS, DEPTHS, DIMENSIONS, MATERIALS, FIELD CONDITIONS AND OTHER uP UTILITY POLE
PERTINENT DATA ABOUT ALL UNDERGROUND PIPES, UTILITIES AND STRUCTURES ENCOUNTERED DURING THE WORK,
BOTH EXISTING AND CONSTRUCTED. CONTRACTOR SHALL SUBMIT RECORD DRAWINGS WITH THIS INFORMATION TO THE MJ MECHANICAL JOINT
OWNER AND ENGINEER PRIOR TO COMPLETION OF THE WORK.
OHW OVERHEAD WIRE
9. CONTRACTOR SHALL IMMEDIATELY REPORT ANY DAMAGE TO EXISTING PIPES, UTILITIES, OR STRUCTURES TO THE OWNER
AND ENGINEER, AND OBTAIN DIRECTIONS AS TO REPAIR, REPLACEMENT OR ABANDONMENT. HDPE HIGH DENSITY POLYETHYLENE
L LENGTH
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